
La serie di tendostrutture identificate con la sigla LGP permette di realizzare una
vastissima gamma di coperture da 3 m fino a 50 m di larghezza con lunghezze
variabili con moduli da 5 m.

La serie di tendostrutture LGP è caratterizzata dalla presenza di una parete
verticale, con altezze variabili da 2,3 a 5 m, e da sole travi di tipo rettilineo.
Questo consente di utilizzare, per la tamponatura laterale della tenda, anche pannelli
di tipo rigido e tutta una serie di accessori che rendono tali strutture polivalenti.

Le dotazioni, i set di montaggio e la manualistica consentono il montaggio delle
strutture senza la necessità di realizzare fondazioni ed interventi sul terreno stesso
con la garanzia di una adeguata resistenza ai carichi dovuti alle avverse condizioni
atmosferiche.

Le soluzioni costruttive adottate (modularità del sistema), la qualità delle leghe
di alluminio e di tutti i materiali impiegati nella costruzione delle strutture LGP
consentono:
• risparmi notevoli rispetto all’impiego di acciai per il trasporto e per la

logistica grazie ai pesi contenuti
• assenza di manutenzione per quanto concerne travi e teli di copertura
• impiego di attrezzature semplici per le operazioni di montaggio.

The series of tent structures identified by the code LGP includes a vast range
of coverings from 3 to 50 metres in width and 5 metres modules in length.

LGP tent structures feature a vertical wall of 2,3 to 5 metres in height and
straight beams.

This enables to use the curtain walls of the tent, including rigid panels and a
series of accessories that make these structures fully multi-purpose.

The accessories, assembly kits and handbooks provided make erection of the
structures very easy, without the need for foundations or preparation of the
ground.

Excellent resistance to adverse weather conditions are guaranteed.

The construction design (based on modularity) and the quality of the aluminium
alloys and other materials used in the construction of LGP structures ensure:
• considerable cost saving compared to steel in terms of transportation 

and logistics due to the limited weight
• no maintenance to beams and coverings
• the use of simple tools for erection operations
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